
	[image: ]

      [image: ]

    	  
      
     
          	[image: ]	[image: ]

          	 
              	
                    
                  	
                    
                  


            	[image: ]

        





	 	[image: ][image: ][image: ][image: ][image: ]	[image: ]
	 	 
      	
            	[image: ]	Analytical Instruments
	Centrifuge, Rotors, Accessories
	Circulator, Recirculator, Water Bath
	Fittings
	Fluid Handling Components
	General Laboratory Equipment
	Glassware/Plastics and Apparatus
	Hot Plates and/or Stirrers
	Lab Jack and Support Systems
	Laser Optics
	Microscopes and Accessories
	Mixer, Rotator, Shaker, Vortexer, and Accessories
	Ovens, Furnaces, Incubators and Environmental Chambers
	Pipettes and Pipette Tips
	Process Instrumentation and Temperature Control
	Refrigerators, Freezers, Chillers
	Test, Measurement and Electrical Components
	Ultrasonic Cleaner
	Vacuum Pumps & Components, and Other Pumps


	[image: ]	Air Sampling Canisters
	Canister Cleaning Components
	Other Air Sampling Products
	Sampling Systems


	[image: ]	Analytical Chemistry Services
	Custom Metal and Stainless Steel
	Electropolishing Services
	Stainless Steel Products
	Test and Calibration Services


	[image: ]	Air Sampling Products, Services and Analysis Information
	General Technical References
	Other Product References


	[image: ]	Yamato Autoclaves or Sterilizers
	Yamato General Laboratory Equipment
	Yamato Ovens, Incubators, Chambers
	Yamato Rotary Evaporators



          		[image: ]
	[image: ]

	
            	[image: ]
	
                  	[image: ]	Choose from RH64-11 or RH60-1240 rotor.
	[image: ]	Includes glass condensation flask and FC400 cap.
	[image: ]	Refrigerated Trap Capacity: 4 liters.
	[image: ]	0.4 to 100mL Volume Range/Tube.
	[image: ]	Tested / Fully Operational / Clean


                




    	[image: ]

      [image: ]


	 	>> 
      View 
      More Photos   	[image: ]
	[image: ]	
      	Home > Laboratory Equipment > General Laboratory Equipment


       

	  	SOLD - Thermo Electron Integrated SpeedVac System SPD1010 with RH64-11 or RH60-12-40 Rotor (Cryocool Not Included), -50 Deg Centigrade Refrigerated Trap, 115VAC
	 
            SOLD - The Thermo Electron Integrated SpeedVac System, model no. SPD1010, comes complete with a 64-position rotor, model RH64-11 (64 tubes x 1.5mL microtubes, medium capacity), or a 60-position rotor, model RH60-12-40 (2.0 mL working volume, 12x40 mm vials). This all-in-one equipment is used for solvent evaporation, sample concentration, and drying. Its major components that allow these multiple functions are the SpeedVac concentrator, an oil-free vacuum pump, and a refrigerated vapor trap. Other items included with the system is a pre-installed glass condensation flask (covered with an FC400 rubber cap), the associated hoses, and a power cord.
Condition: Excellent, tested, fully operational, previously-owned, used; includes a power cord.  Sold "as is" without warranty expressed or implied.  Buyer is responsible for determining the suitability of this product for their application.
SOLD - Quantity Available:  One (1) each.
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            	Item Code:	GEN-3227
	Model:	SpeedVac System SPD1010
	Manufacturer:	Thermo Electron
	Availability:	Sold
	Selling Price:	Sold
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            	Electrical Requirements (includes a power cord):	115VAC, 60Hz, 12A; 230VAC, 50Hz, 6A.
	Choose either one (1) each RH64-11 Rotor:	64 positions x 1.5mL microtubes.
	Or Choose one (1) each RH-60-1240 Rotor:	60 positions (12x40 mm vials).
	Refrigerated Trap:	-50Â°C, 4 liters, CFC-free.
	Type of Vacuum Pump:	Oil-free ETFE Diaphragm Pump
	Vacuum Pump Displacement:	30 liters/min @ 50Hz; 36 liters/min @ 60Hz.
	Maximum Vacuum:	>10 Torr (~9.3mbar)
	Vacuum Level Control:	30 to 5.1 Torr in 0.1 increments (40 to 6.8 mbar).
	Timer Setting:	1 min to 9 hours and 59 mins., continuous.
	Display:	Digital.
	Includes:	FC400 rubber cap and glass condensation flask.
	External Dimensions:	25W x 26D x 15H inches + protrusions (exhaust hose).
	Net Weight:	152 lbs.
	Shipping Weight:	Dimensional Weight (shipped on a pallet).
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	  Call us today for details. 
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