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	  	Rotary Evaporator Yamato RE-301 (Model RE301AW shown above with Type A Diagonal Glassware) and BM-500 (BM500) Water Bath, Digital
	 
            The Yamato rotary evaporator, model no. RE-301 uses the DC brushless motor for rotation and DC motor for lifting.  It has a rotational control range of 20 to 250 r/min (rpm) and a motorized lift stroke of 150mm (5.9 inches). 
For glassware, three (3) models are available (choose one from the following):
	 1. RE-301-AW:  Type A diagonal glassware, as shown above. 
	 2. RE-301-BW: Type B vertical glassware configuration for high boiling point. 
	 3. RE-301-CW:  Type C vertical glassware configuration for low boiling point.

 The RE-301 model comes with a 4-liter BM-500 water bath that has an operating temperature range of ambient temperature 5Â°C to 35Â°C.
 The safety measures for this model can be manually set with a lower and an upper limit.
 NOTE: (1) This model only digitally displays the rpm on the main unit.
 (2) The standard glassware that comes with the RE-301 has a joint size of 29/42; however, glassware with 24/40 joints are also available for an extra charge.
 (3) Other optional accessories (extra charges apply) are listed in the Technical Specifications below.
(4) Vacuum Pump shown in additional photos is not included in the selling price.
Please see Technical Specifications below for more information.
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            	Item Code:	YAM-1735
	Model:	RE-301-AW Type A Glassware & BM-500 Water Bath
	Manufacturer:	Yamato
	Availability:	In-Stock
	Selling Price:	$3200.00
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            	Electrical Requirements:	100-240VAC, 1.5A, 50/60Hz (excluding water oil/bath).
	Rotational Control Range:	20-250 r/min (rpm).
	Drive System:	DC brushless motor (for rotation), DC motor (for lifting).
	Motorized Lift Stroke:	5.1 inches or 130mm.
	Speed (rpm) Setting:	Control knob (digital indication).
	Safety Measures (main unit):	Manual-setting lower limit; upper limit; motor overload.
	Vacuum Seal:	Fluoro + Viton (multistage configuration).
	External Dimension (with glassware A):	32.6W x 15.7D x 23H (28.2H when raised) inches.
	External Dimension (optional glassware B or C):	25.3W x 15.7D x 28.6H (33.7H when raised) inches.
	Water Bath Temperature Setting:	Analog, Ambient (5 to 35Â°C).
	Water Bath Dimensions:	10.4-inch outer diameter x 6.5 base dia x 4.9H inches.
	Service Warranty:	One (1) year from date of shipment.
	Shipping Weight:	Dim Weight (please ask for a shipping quote).
	Options:	RE-301-BW rotary evaporator with BM-500 water bath (4L) and Glassware set B, digital 100-240V, 1.5A, 50/60Hz: list Price: $4060.00, Selling Price $3500.00 each.

RE-301-CW rotary evaporator with BM-500 water bath (4L) and Glassware set C. digital, 100-240V, 1.5A, 50/60Hz: List Price: $4110, Selling Price $3500.00 each.

	Pallet:	36x36x35H inches (gross wt: 102 lbs.; dim wt 227 lbs.)
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	  Call us today for details. 
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